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900 Series900 Series  

Single end tenoning Single end tenoning 

machinesmachines 

GENERAL CHARACTERISTICS  

 

¶ Frame ...................................................................................... Closed structure, entirely of cast iron 
¶ Cast iron board ........................................................................ 900 x 400 mm 
¶ Aluminum ruler ......................................................................... Expandable to 2,40 m with retractable thrust 
¶ Ruler angle............................................................................... 0 to 50° 
¶ Vertical presser ........................................................................ Pneumatic 
¶ Feeding pressure ..................................................................... 6 bars 
¶ Voltage ..................................................................................... 380 Volts three-phases  
¶ Sound emission ....................................................................... 94 dB when chargingðNFE 6410 ; NFS 31069 
¶ Certificate of CE examination .................................  ................. 0071-060C-0241-0798 

900 SERIES  : 

A range of heavy, robust 

and long -lasting          

tenoning machines  

  910 920 920 C 

Maximal cut thickness  150 mm with Ø 400 mm blade 150 mm with Ø 400 mm blade 200 mm with Ø 500 mm blade 

Maximal passage way height  150 mm 150 mm 200 mm 

Upper tenon height from the table  670 mm 670 mm 670 mm 

Saw tool holder  
Carbide Blade Ø 400 mm 

Motor 3 kW - 3000 t/min 

Carbide blade Ø 400 mm 

motor 3 kW - 3000 t/min 

Carbide blade Ø 500 mm 

motor 4 kW - 3000 t/min 

Horizontal head tool holder  / 

Reversible carbide plates 

Ø 155 x 150 mm long  

Motor break 3 kW - 3000 t/min 

Reversible carbide plates 

Ø 155 x 150 mm long  

Motor break 3 kW - 3000 t/min 

Max. advancement of one horizontal 

head from the other  
/ 60 mm 60 mm 

Spindle tool holder  

Shaft Ø 50 mm 

Lenght 180 mm 

Motor with automatic break      

4 kW - 3000 t/min 

Shaft Ø 50 mm 

Longueur 180 mm 

Motor with automatic break      

4 kW - 3000 t/min 

option 

Ø dust  

extraction  

Saw 60 mm 60 mm 60 mm 

Horizontal heads  / 2 x 150 mm 2 x 150 mm 

Spindle  120 mm 120 mm 120 mm 

Noise  LP = 73,5 dB LP = 74,3 dB LP = 74,3 dB 

Weight  720 Kg 860 Kg 900 Kg 

MAIN OPTIONS  

¶ Table motorization, automatic cycle from 0 to 15 m/min  
¶ Spindle motors 5,5 & 7,5 kW 
¶ Spindle shaft length 300 mm 
¶ 2 gear electrical spindles (3000, 6000 t/min) 
¶ Table extension 600 mm 
¶ Double table, work space 900 x 800 mm 
¶ Rear shouldering with carbide disc 
¶ Continuous front/rear shouldering with drills 

¶ Digital visualisation of the ruler pitch 
¶ Rotating splinter protection with 6 positions 
¶ Extra pneumatic presser  
¶ Pneumatic key for axis adjustment 
¶ Laser aimed cutting device 
¶ Digital axis positioning 
¶ Numeric control 

920 & 920 C tenoners 910 Tenoning machine 

The data and technical features indicated in this document are prone to improvements or modifications and cannot engage our responsibility 


